
REPLACEMENT MANUAL

Fresh filters, obsessively engineered to 
provide you with clean water. Take a few 
minutes. Change your filters. Whatever 
your water need - enjoy the next round 
of clean water.

If you need help or have a question, 
we’ve got you covered. 

Give us a call at 

877.333.7108



ITEM 795694

Reduces Chlorine 
Taste and Odor
Reduce el sabor y 
el olor a cloro

Filter Life
Vida útil del 
filtro months*

meses*

Tested and Certified by NSF International against 
NSF/ANSI Standard 42  for the reduction of chlorine 
taste and odor. 

Probado y certificado por NSF International 
según la norma NSF/ANSI 42 para la reducción 
del sabor y olor a cloro.

AO-IM

ICE MAKER FILTER
Inline Filtration
Filtración en línea

Temperature Minimum-Maximum: 40 –100ºF 
Operating Pressure Minimum-Maximum: 25 –100 psi
For cold water use only. 
Do not use with water that is microbiologically unsafe or of unknown 
quality without adequate disinfection before or after the system. The 
contaminants or other substances removed or reduced by this water 
filter are not necessarily in all user’s water.

*Filter life varies depending on local water conditions and the volume 
of water used.

Temperatura mínima y máxima: 4 y 38 ºC (40 y 100 ºF)
Presión mínima y máxima de funcionamiento: 172 y 690 kPa (25 y 
100 psi)
Solo para uso con agua fría.
No use con agua que no sea microbiológicamente segura o que sea 
de calidad desconocida sin desinfectarla adecuadamente antes o 
después del sistema. Los contaminantes u otras sustancias 
eliminados o reducidos por este filtro de agua no están 
necesariamente en el agua de todos los usuarios.
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